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BLINDS cetta
Design versions

wind resistance

SLIM system 
Design version of the blind Cetta 80

  Meets the low lap height requirement while maintaining the strength of slats,  

  �Specific assembling of slats (side alternating overlap of adjacent slats) with maintaining 

the possibiity of guiding by strips,

  Convenient solution when facing a lack of space for the lap.

DUO system 
Design version of the blind Cetta 65, Cetta 80 and Cetta 80-Flexi

  Allows splitting the blind into two parts with different slat tilting, 

  Provides a much greater variability of shading,

  Recommended solution to office buildings, training rooms or conference halls.

FLEXI system 
Design version of the blind Cetta 80

  �Low lap height in comparison with the blind Cetta 80 achieved by using slats 

without the longitudinal bend, 

  Convenient solution when facing a lack of space for the lap.

DUO and flexi systEm detail

slim systEm detail

duo systEm

Cetta 50

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,2 m 2,2 – 3,15 m 3,15 – 3,5 m 3,5 – 4,0 m 4,0 – 4,5 m 4,5 – 6,0 m

Wind resistance
4 2 1 0 0 0 EN 13659+A1

7 5 4 3 2 1 Beaufort

Max. wind speed 61 38 28 19 11 5 km/h

Cetta 65

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,2 m 2,2 – 4 m 4 – 4,5 m 4,5 – 5,0 m 5,0 – 5,5 m 5,5 – 6,0 m

Wind resistance
6 4 3 2 1 0 EN 13659+A1

9 7 6 5 4 3 Beaufort

Max. wind speed 88 61 49 38 28 19 km/h

Cetta 80

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,4 m 2,4 – 4 m 4 – 4,5 m 4,5 – 5,0 m 5,0 – 5,5 m 5,5 – 6,0 m

Wind resistance
6 4 3 2 1 0 EN 13659+A1

9 7 6 5 4 3 Beaufort

Max. wind speed 88 61 49 38 28 19 km/h

Flexi 80

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,2 m 2,2 – 3,15 m 3,15 – 4,0 m 4,0 – 4,5 m 4,5 – 5,0 m 5,0 – 6,0 m

Wind resistance
4 2 1 0 0 0 EN 13659+A1

7 5 4 3 2 1 Beaufort

Max. wind speed 61 38 28 19 11 5 km/h

Setta 65

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,2 m 2,2 – 4 m 4 – 4,5 m 4,5 – 5,0 m 5,0 – 5,5 m 5,5 – 6,0 m

Wind resistance
6 4 3 2 1 0 EN 13659+A1

9 7 6 5 4 3 Beaufort

Max. wind speed 88 61 49 38 28 19 km/h

Setta 90

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,2 m 2,2 – 4 m 4 – 4,5 m 4,5 – 5,0 m 5,0 – 5,5 m 5,5 – 6,0 m

Wind resistance
6 4 3 2 1 0 EN 13659+A1

9 7 6 5 4 3 Beaufort

Max. wind speed 88 61 49 38 28 19 km/h

Zetta 70

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,2 m 2,2 – 4 m 4 – 4,5 m 4,5 – 5,0 m 5,0 – 5,5 m 5,5 – 6,0 m

Wind resistance
6 4 3 2 1 0 EN 13659+A1

9 7 6 5 4 3 Beaufort

Max. wind speed 88 61 49 38 28 19 km/h

Zetta 90

Essential characteristics
Performance (According to width of construction hole)

Standard
Up 2,4 m 2,4 – 4 m 4 – 4,5 m 4,5 – 5,0 m 5,0 – 5,5 m 5,5 – 6,0 m

Wind resistance
6 4 3 2 1 0 EN 13659+A1

9 7 6 5 4 3 Beaufort

Max. wind speed 88 61 49 38 28 19 km/h



... chrání vaše soukromí.

ENKOVNÍ 

LUZIE

 S E T TA  Z E T TA  C E T TA

Address:Ferhatpasa District, Ulu Onder Boulevard, G-48 Street 
No:9, Atasehir, Istanbul, Turkey
Phone: +90 (216) 471 78 68 
E-mail: info@gunpay.com.tr 
Web: www.prozipscreen.com, www.gunpay.com.tr


	Başlıksız

